Technical Data

Sodium Feldspar

High sodium content | No free silica | High alumina content | Good thermal and chemical stability
Enhances vitrification and transparency in ceramic and glass applications

LSAK Feldspar LSAK Feldspar LSAK Feldspar
1 2 3

Chemical analysis: [%]
SiO2 66.75 66.63 66.35
Al203 19.81 19.84 19.96
TiO2 0.03 0.03 0.03
Fe203 0.13 0.13 0.15
CaO 0.54 0.67 0.68
MgO 0.08 0.07 0.07
K20 0.41 0.40 0.39
Na20 11.2 11.11 11.14
Loss of Ignition: [%] 0.59 0.76 0.78
Mineralogical Composition: [%]
Na-Feldspar 911
Mica 4+1
Calcite 1+£0.5
Quartz 1+0.5
Amorphous phase&others 311
Particle size distribution [%]
+100 mesh (+150um) 12.83 0 0
100-200 mesh (150-75um) 30.61 5.63 0.42
200-325 mesh (75-45um) 25.35 25.44 6.8
325-600 mesh (45-23pm) 8.53 22.31 10.66
-600 mesh (-23um) 22.68 54.62 82.13
Whiteness 83.9 84.3 83.6
L Value 95.19 95.67 94.36
A Value 0.07 0.07 0.09
B Value 3.7 3.68 3.86
Burnt Whiteness Approximately 55 degrees

These above figures are mean values, do not represent a specification.
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High sodium content | No free silica | High alumina content | Good thermal and chemical stability
Enhances vitrification and transparency in ceramic and glass applications

LSAK Feldspar LSAK Feldspar LSAK Feldspar
4 5 6

Chemical analysis: [%]
SiO2 65.89 67.06 67.10
Al203 20.63 19.59 19.35
TiO2 0.08 0.03 0.03
Fe203 0.40 0.15 0.15
CaO 0.66 0.36 0.65
MgO 0.17 0.09 0.08
K20 0.79 0.45 0.41
Na20 10.00 11.46 11.17
Loss of Ignition: [%] 1.09 0.51 0.76
Mineralogical Composition: [%]
Na-Feldspar 911
Mica 4+1
Calcite 1+£0.5
Quartz 1+0.5
Amorphous phase&others 311
Particle size distribution [ 1 m]
D10 1.72 2.699 1.577
D50 5.63 6.926 3.247
D97 22.5 16.82 6.781
Whiteness 68.2 82.6 85.5
L Value 88.92 94.46 95.71
A Value 0.86 0.04 0.07
B Value 8.22 3.71 3.98

These above figures are mean values, do not represent a specification.
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